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The cover has elastics sewn on, 
ensuring a constant tightening of the fabric. 

Cover is detachable and can be dry-cleaned. 

Possibility for printed as well as plain textiles.

Visible frame of extruded aluminium.

Acoustic core of stone wool/mineral wool 
made from natural minerals. 

Thickness: 54 mm. 

In addition to standard dimensions we also 
supply special dimensions.

standard height: 120
, 14

0
, 16

0
, 18

0
, 20

0
 cm

SPECIFICATIONS

standard width:
80, 100, 120, 140 cm
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ACOUSTIC PROPERTIES

Hz

Tested module size: 1,2 x 1,8 m.
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ISO TEST 354 FLOOR 50
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Rounded 
adjustable foot 
article no. 5121 

Rounded 
adjustable foot 
article no. 5121 

Rounded 
adjustable foot 
article no. 5121 

Rounded foot 
article no. 5120 

Rounded foot 
article no. 5120 

Rounded foot 
article no. 5120 
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Rounded foot 
with wheels 

article no. 5122

Adjustable 
connecting foot 
article no. 5125

Adjustable 
connecting foot 
article no. 5125

Adjustable 
connecting foot 
article no. 5125

Rounded foot 
with wheels 

article no. 5122

Rounded foot 
with wheels 

article no. 5122
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